
              NUMBER:RD-SD-5623S-8806-1301(RS) 
                                                              DATE : 2011/02/14 R(REV:A1) 
 

MODEL NO. : RJL-003NA1 
Features: 
◎ RoHS Compliant 
◎ Meets IEEE802.3 Baseline Wander Compensation specification 
◎ Operating Temperature : -40℃ To +70℃ 

◎ Voltage Rating: 150VAC 
◎ Current Rating: 1.5A 
◎ Dielectric Voltage : 1000Vrms 60 Sec. Min 

Materials 
◎ Plastic Housing：Engineering Thermoplastic  

               Flammability Rating UL 94V-0 
◎ Contacts﹕0.35mm Thickness Phosphor Bronze 

◎ Plating ( 6 μ”) : Gold Plating Over Nickel in Contact, Tin Plating Over Nickel in Solder Area 
◎ Shield : Copper Alloy With Nickel Plated 

Ordering Information 

RJ L - 003  NA  1

RJ45 W ITH LED

Series NO. W ithout  Transormer

Gold plating Options
0=Gold Flash
F=3u
1=6u
2=15u
3=30u
5=50u

 
Dimension: mm            TOLERANCE:±0.30 

 



              NUMBER:RD-SD-5623S-8806-1301(RS) 
                                                              DATE : 2011/02/14 R(REV:A1) 
 

MODEL NO. : RJL-003NA1 
 
1. Unit weight :5.7 grams 
2. package : 100 pcs / tray / 0.61 kgms 
3. Carton : 1000 pcs / 10 layers of tray 
4. Gross weight : 6.6455 kgms 
 

Package drawing: 
 

 

 
 
 
 
 
 
 
 
 
 


